


1. ORGANIZACIONA STRUKTURA KOMPANIJE

HK ,Yumco” AD Vranje nalazi se u procesu reafirmacije i pozicioniranja kao vodeéa kompanija tekstilne industrije
Srbije. Ovaj tekstilni gigant ima zaokruZen tehnoloski proces proizvodnje, poéev od tekstilnih sirovina do gotovih
odevnih predmeta. HK PK | Yumco" AD Vranje trenutno zaposljava oko 1.800 radnika.

HK PK ,,Yumco" AD Vranje se sastoji iz 3 organizacione celine:

1) Sektor primarne proizvodnje — koga €ine radne jedinice: predionica, priprema, tkaénica, konac i dorada.

2) Sektor finalne proizvodnje — koga €ine radne jedinice: konfekcija i trikotaZa i balistika.

3) Sektor struénih sluZbi — koga &ine sledece sluZbe: komercijala (domaéa prodaja, namenska prodaja, uvoz i
izvoz); kadrovski, pravni i opsti poslovi; finansijska sluZba (raunovodstvo i finansijska operativa); i logistika.

2. KAPACITETI | PROIZVODNI ASORTIMAN KOMPANIJEANIJE

Proizvodni asortiman Kompanije obuhvata proizvodnju:

1) Prediva — godisnja proizvodnja iznosi oko 1.900 tona prediva razlicitih numera i sirovinskih sastava. Predivo se
radi u éesljanom, kardiranom i OE postupk, a u daljem postupku se koristi za proizvodnju tkanina, triko-pletenina i
konca za Sivenje i ruéni rad.

2) Konca — godisnja proizvodnja iznosi oko 1.300 tona konca razligitih numera i sirovinskih sastava. Konac za
ruéni rad proizvodi se od pamuka u Sirokoj paleti boja i koristi se za heklanje, pletenje i vezenje.

3) Tkanina i pletenina — godisnja proizvodnja iznosi cko 2.500.000 metara tkanine u Sirini od 150¢m i teZine od
80-3509/m2. Godisnja proizvodnja pletenine iznosi oko 150 tona teZine od 80-300g/m2. U saradnji sa struchim
timom Uprave za opstu logistiku, Vojno-tehnickim institutom i Tehnicko-opithim centrom pri Ministarstvu odbrane
RS, Yumco AD je razvio tkaninu za aktuelnu uniformu (M-10) Vojske RS sa digitalnim dezenom, koja spada u red
hajsavremenijih u svetu.

4) Gotovih odevhih predmeta — Yumco AD Vranje godiShje proizvede i plasira ha domaéem i ino trZistu preko
3.000.000 komada konfekcijskih odevnih predmeta i preko 300.000 trikotaznih odevnih predmeta. Od gotovih
odevnih predmeta koje Yumco AD ima u svom proizvodnom asortimanu izdvajaju se:

- vojne uniforme — Yumco AD proizvodi i isporucuje Ministarstvu odbrane RS komplet vojne uniforme M-10. Pored
uniforme za Vojsku RS, Yumco AD proizvodi i isporucuje vojne uniforme za poljsku, finsku, nemaéku i austrijsku
vojsku.

-policijske uniforme — pored vojne, Yumco AD proizvodi i isporucuje Ministarstvu unutrasnjih poslova RS komplet
policijske uniforme za sve sektore u okviru Ministarstva (Centar za obuku policije, Grani¢na policija, Zandarmerija,
Interventna policija, Saobra¢ajna policija, Sektor za vanredne situacije i drugi).

-radna odela (uniforme) — pored uniformi za MO RS i MUP RS, Yumco AD proizvodi i isporuc¢uje radna odela
(uniforme) velikom broju drzavnih institucija, javnih i privrednih preduzeé¢a (JKP Parking servis Beograd, JP Posta
Srbije, Ministarstvo pravde RS, JP Elektroprivreda Srbije, Naftna industrija Srbije, Uprava carine RS, JP Srbija
Sume, i drugi)

-zastitna radna odeé¢a (HTZ oprema) — Yumco AD u svom asortimanu nudi veoma kvalitetnu HTZ opremu, tj.
zastitnu radnu odeéu (muska i Zenska radna odela, mantile, bluze, kuvarsko-pekarsku opremu...) za zaposlene u
elektroprivredi, telekomunikaciji, posti, naftnoj industriji, javnim komunalnim preduzeé¢ima, prehrambenoj industriji,
Sumarstvu i vodoprivredi, upravi carine, upravama za izvrSenje zavodskih sankcija, zdravstvu i ostalim javnim
ustanovama.

3. YUMCO ,,BALISTIKA™

Septembra 2017. godine HK PK ,,Yumeco" AD Vranje je otvorila novu radnu jedinicu — ,Yumco Balistika“, i otpocela
serijsku proizvodnju tvrdih i mekih balistiCkih panela, Slemova i drugih proizvoda iz sastava kompleta zastitne
balisticke opreme. Pored kompleta za individualnu balisticku zastitu osvojena je i proizvodnja tvrdih balisti¢kih
panela u razliéitim dimenzijama za balisticku zastitu vozila i sloZenih borbenih sistema.

Tkanina od koje se izraduje balisti¢ka oprema je ,,Cordura”, u sirovinskom sastavu poliamid, povrSinske mase 195
g/m2. Komplet zastitne balisticke opreme uspesno Stiti vitalne delova tela korisnika. Komplet sadrZi visok nivo
mobilnosti, balisticke zastite, omoguc¢ava veliku slobodu kretanja i kompatibilan je sa ostalim rsursima i delovima
borbene opreme korisnika



r YUMCO

SPECIFIKACIONI LIST
4014
SRPS EN ISO 1833-11. 67%PES/33%PAM 3%
SRPS ISO 7211-5. 14,3x2 6% tex
SRPS ISO 7211-5. 30x1 +6% tex
SRPS ISO 7211-5. 70/2 +6% Nm
SRPS I1SO 7211-5. 34/1 +6% Nm
SRPS EN 1049-2. 38+2 Zlem
Sustina tkanine (potka) SRPS EN 1049-2. 2312 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 188+5% g/m®
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1050 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.700 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN 1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 4014
Raw material composition SRPS EN ISO 1833-11. | 67%PES/33%COTTON +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 14,3x2 6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 30x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 70/2 +6% Nm
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 34/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 3842 strings/cm
Fabric density (weft) SRPS EN 1049-2. 23%2 strings /cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.82.016. 188+5% g!m'ﬁ
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN I1SO 13934-1. min.1050 N
Breaking force (weﬁ) SRPS EN I1SO 13934-1. min.700 N
Water resistance 80-90 grade
Oil resistance SRPS EN I1SO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-CO6. 4
Color fastness to water SRPS EN I1SO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN SO 105-X12. 3-4
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r YUMCO

SPECIFIKACIONI LIST

4197
SRPS EN ISO 1833-11. 67%PES/33%PAM +3%
prede (osnova) SRPS ISO 7211-5. 20x2 +6% tex
stine prede (potka) SRPS I1SO 7211-5. 20x2 6% tex
stina prede (osnova) SRPS ISO 7211-5. 50/2 +6% Nm
ustine prede (potka) SRPS I1SO 7211-5. 50/2 +6% Nm
AV TKANINE
Jstina tkanine (osnova) SRPS EN 1049-2. 35+2 Zlem
ustlna tkanine (potka) SRPS EN 1049-2. 20+2 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 240+5% g/m*
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN I1SO 13934-1. min.1200 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.650 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 4197
Raw material composition SRPS EN SO 1833-11. 67%PES/33%COTTON +3%
Linear density of yarn (warp) SRPS IS0 7211-5. 20x2 6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 20x2 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 50/2 +6% Nm
Linear density of yarn (weﬁ) SRPS I1ISO 7211-5. 50/2 +6% Nm
FABRIC COMPOSITION
Fabric dengity (base) SRPS EN 1049-2. 35+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 20+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 240+5% g;‘m"
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS ENISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.1200 N
Breaking force (weft) SRPS EN ISO 13934-1. min.650 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4

YUMCO

YuMcCo

HOLDING KOMPANIJA PAMUCNI KOMBINAT

Tel.: (++381) 17 / 422 - 041 - 42; fax: 400 - 416; www.yumco.co.yu; E-mail: yumco@open.telekom.rs

RADNICKA 5, 17500 VRANJE




r YUMCO

SPECIFIKACIONI LIST

4324
SRPS EN ISO 1833-11. 100%PAM +3%
stina prede (osnova) SRPS ISO 7211-5. 30x1 +6% tex
gustine prede (potka) SRPS ISO 7211-5. 30x1 +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 34/1 +6% Nm
arna gustine prede (potka) SRPS ISO 7211-5. 34/1 +6% Nm
SASTAV TKANINE
sustina tkanine (osnova) SRPS EN 1049-2. 27+2 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 2012 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
Povr§inska masa SRPS F.S52.016. 14045% g/m’
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. +3,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. £3,5 %
Prekidna sila (oshove) SRPS EN ISO 13934-1. min.500 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.350 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFIKACIONI LIST
Fabric item 4324
Raw material composition SRPS EN ISO 1833-11. 100%COTTON +3%
Linear density of yarn (wa[p) SRPS ISO 7211-5. 30x1 £6% tex
Linear density of yarmn (weft) SRPS ISO 7211-5. 30x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 34/1 6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 34/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 2712 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2042 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 140+5% g/m?®
Weaving CANVAS
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. 3,5 %
(warp)
Shrinking while washing at 60 ° C (weft) | _ SRPS EN ISO 5077. +35 %
Breaking force (warp) SRPS EN ISO 13934-1. min.500 N
Brea](ing force (weft) SRPS EN ISO 13934-1. min.350 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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r YUMCO

SPECIFIKACIONI LIST
4701
SRPS EN ISO 1833-11. 100%PAM +3%
SRPS ISO 7211-5. 25x1 6% tex
SRPS ISO 7211-5. 25x1 6% tex
SRPS ISO 7211-5. 40/1+6% Nm
SRPS ISO 7211-5. 40/146% Nm
Gustina tkanine (osnova) SRPS EN 1049-2. 4442 Zlcm
ustina tkanine (potka) SRPS EN 1049-2. 2512 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
Povrinska masa SRPS F.§2.016. 175+5% g/m®
Prepletaj KEPER 2/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077, +3,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. +35 %
Prekidna sila (osnove) SRPS EN 1SO 13934-1. min.850 N
Prekidna sila (potke) SRPS EN I1SO 13934-1. min.400 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN 1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 4701
Raw material composition SRPS EN I1SO 1833-11. 100%COTTON +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 25x1 +6% tex
Linear densﬂ_’y of yarn (weﬂ) SRPS ISO 7211-5. 25x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 40/126% Nm
Linear density of yarn (weﬂ) SRPS ISO 7211-5. 40/116% Nm
FABRIC COMPQOSITION
Fabric density (warp) SRPS EN 1049-2. 4442 strings/cm
Fabric density (weft) SRPS EN 1049-2. 25+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 175+5% g/m®
Weaving Twill 2/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. +3,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. +35 %
Brea_king force (warp) SRPS EN ISO 13934-1. min.850 N
Breaking force (wefts) SRPS EN ISO 13934-1. min.400 N
Water resistance 80-90 grade
Qil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4

YUMCO

YuMCoO
HOLDING KOMPANIJA PAMUCNI KOMBINAT
RADNICKA 5, 17500 VRANJE
Tel.: (++381) 17 / 422 - 041 - 42; fax: 400 - 416; www.yumco.co.yu; E-mail: yumco@open.telekom.rs



r YUMCO

SPECIFIKACIONI LIST
4721
SRPS EN ISO 1833-11. 50%PES/50%PAM +3%
a prede (osnova) SRPS ISO 7211-5. 25x2 6% tex
stine prede (potka) SRPS ISO 7211-5. 25x2 6% tex
ustina prede (osnova) SRPS ISO 7211-5. 40/2 +6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 40/2 +6% Nm
TAV TKANINE
stina tkanine (osnova) SRPS EN 1049-2. 32+2 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 212 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
Povrsinska masa SRPS F.S2.016. 280+5% g/m*
Prepletaj ATLAS
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1150 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.750 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN I1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 4721
Raw material composition SRPS EN ISO 1833-11. 50%PES/50%COTTON +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 25x2 +6% tex
Linear density of yarn (weﬂ) SRPS ISO 7211-5. 25x2 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 40/2 +6% Nm
Linear density ofyam (weft) SRPS ISO 7211-5. 40/2 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 3242 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2142 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S52.016. 280+5% g/m*®
Weaving ATLAS
TECHNICAL CHARACTERISTICS
Shrink while washing at 60 ° C (warp) SRPS EN ISO 5077. max.1,5 %
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN I1SO 13934-1. min.1130 N
Breaking force (weft) SRPS EN ISO 13934-1. min.750 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
46086
SRPS EN I1SO 1833-11. S50%PES/50%PAM +3%
SRPS ISO 7211-5. 25x1 +6% tex
SRPS ISO 7211-5. 25x1 +6% tex
)a gustina prede (osnova) SRPS ISO 7211-5. 40/1 +6% Nm
. a gustine prede (potka) SRPS ISO 7211-5. 40/1 6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 2942 Zlcm
ustina tkanine (potka) SRPS EN 1049-2. 2242 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.§2.016. 130+5% g/m*
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.550 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.350 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 144189. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C08. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 34
SPECIFICATION SHEET
Fabric item 46086
Raw material composition SRPS EN ISO 1833-11. 50%PES/50%COTTON +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 25x1 6% tex
Linear density of yamn (weﬁ) SRPS ISO 7211-5. 25x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 40/1 6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 40/1 +6% Nm
FABRIC COMPQOSITION
Fabric density (warp) SRPS EN 1049-2. 2912 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2242 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 130+5% g!m‘
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.550 N
Breaking force (wefts) SRPS EN ISO 13934-1. min.350 N
Water resistance 80-90 grade
01l resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C08. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
YUMCO
YUMCO
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SPECIFIKACIONI LIST
46730
tav SRPS EN I1SO 1833-11. 100%PAM +3%
a prede (osnova) SRPS ISO 7211-5. 29,4x1 6% tex
gustine prede (potka) SRPS ISO 7211-5. 29,4x1 6% tex
gustina prede (osnova) SRPS ISO 7211-5. 34/1 £6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 34/1 +6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 48+2 Zlem
ustina tkanine (potka) SRPS EN 1049-2. 2312 Zlem
Sirina tkanine SRPS EN 1773. 150 cm
Povrsinska masa SRPS F.S2.016. 215+5% g/m*
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. +35 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. 3.5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.950 N
Prekidna sila (potke) SRPS EN 1SO 13934-1. min.350 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN I1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN I1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46730
Raw material composition SRPS EN ISO 1833-11. 100%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 29,4x1 £6% tex
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 29,4x1 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 34/1 6% Nm
Linear density of yamn (weﬁ;) SRPS ISO 7211-5. 34/1 £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4812 strings/cm
Fabric dens]ty (weﬂ) SRPS EN 1049-2. 232 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 215£5% g/m®
Weaving Twill 3/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. +3,5 %
(warp)
Shrinking while washing at 60 ° C (weft) | _ SRPS EN SO 5077. £3,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.950 N
Breaking force (weft) SRPS EN ISO 13934-1. min.350 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
46738
. SRPS EN ISO 1833-11. 50%PES/50%PAM +3%
prede (osnova) SRPS ISO 7211-5. 25x2 6% tex
ne prede (potka) SRPS I1SO 7211-5. 41,6x1 £6% tex
stina prede (osnova) SRPS ISO 7211-5. 40/2 6% Nm
na gustine prede (potka) SRPS ISO 7211-5. 24/1 +6% Nm
STAV TKANINE
ustina tkanine (osnova) SRPS EN 1049-2. 3042 Z/lcm
sustina tkanine (potka) SRPS EN 1049-2. 22+2 zlem
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 260+5% g/m®
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1100 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.750 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46738
Raw material composjtion SRPS EN ISO 1833-11. 50%PES/50%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 25x2 6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 41,6x1 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 40/2 £6% Nm
Linear density of yam (weﬁ) SRPS ISO 7211-5. 24/1 £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 30+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2242 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 260+£5% g!m‘
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (wa_rp) SRPS EN ISO 13934-1. min.1100 N
Breaking force (weﬁ) SRPS EN I1SO 13934-1. min.750 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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46800
SRPS EN ISO 1833-11. 100%PAM +3%
prede (osnova) SRPS ISO 7211-5. 62,5x1 £6% tex
stine prede (potka) SRPS ISO 7211-5. 62,5x1 +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 16/1 +6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 16/1 +6% Nm
s TAV TKANINE
Sustina tkanine (osnova) SRPS EN 1049-2. 28+2 Zlem
< ustina tkanine (potka) SRPS EN 1049-2. 1742 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 28515% g:‘mz
Prepletaj KEPER 2/2
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. +3,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. +3,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1100 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.450 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14418. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN I1SO 105-CO086. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46800
Raw material compogition SRPS EN ISO 1833-11. 100%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 62,5x1 +6% tex
Linear densi[y of yarmn (weﬁ) SRPS I1SO 7211-5. 62,5x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 16/1 6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 16/1 6% Nm
FABRIC COMPOSITION E
Fabric density (warp) SRPS EN 1049-2. 2842 Zlem
Fabric density (weﬁ) SRPS EN 1049-2. 17+2 Zlem
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 28515% g;’mz
Weaving Twill 2/2
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. +3,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. 3,5 %
Breaking force (warp) SRPS EN I1SO 13934-1. min.1100 N
Breaking force (Weﬁ) SRPS EN ISO 13934-1. min.450 N
Water resistance 80-80 grade
Qil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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46826
SRPS EN ISO 1833-11. 33%PES/67%PAM +3%
SRPS ISO 7211-5. 15,4x2 +6% tex
SRPS ISO 7211-5. 15,4x2 +6% tex
a gustina prede (osnova) SRPS ISO 7211-5. 65/2 +6% Nm
na gustine prede (potka) SRPS ISO 7211-5. 65/2 +6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 3542 Zlem
ustina tkanine (potka) SRPS EN 1049-2. 2012 Zlem
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.S52.016. 185+5% g/m’
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.750 N
Prekidna sila (potke) SRPS EN SO 13934-1. min.450 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN I1SO 105-CO06. 4
Postojanost boja na vodu SRPS EN I1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46826
Raw material composition SRPS EN I1SO 1833-11. 33%PES/B7%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 15,4x2 6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 15,4x2 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 65/2 +6% Nm
Linear densi[y of yam (Wef[) SRPS ISO 7211-5. 65/2 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 35+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 202 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 185+5% gfm‘
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) | _ SRPS EN ISO 5077, max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.750 N
Breaking force (we‘&) SRPS EN ISO 13934-1. min.450 N
Water resistance 80-90 grade
Qil resistance SRPS EN ISO 14419, 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN 1SO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 103-X12. 34

YUMCO

YuMcCo

HOLDING KOMPANIJA PAMUCNI KOMBINAT

RADNICKA 5, 17500 VRANIE
Tel.: (++381) 17 / 422 - 041 - 42; fax: 400 - 416; www.yumco.co.yu; E-mail: yumco@open.telekom.rs




r YUMCO

SPECIFIKACIONI LIST
46837
SRPS EN I1SO 1833-11. 33%PES/67%PAM +3%
ina prede (osnova) SRPS ISO 7211-5. 15,4x2 +6% tex
SRPS ISO 7211-5. 15,4x2 +6% tex
SRPS ISO 7211-5. 65/2 +6% Nm
SRPS ISO 7211-5. 65/2 +6% Nm
SRPS EN 1049-2. 27+2 Zlem
Gustina tkanine (potka) SRPS EN 1049-2. 1942 Zlem
Sirina tkanine SRPS EN 1773. 150 cm
Povrsinska masa SRPS F.52.016. 150+5% g/m*®
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.600 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.300 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo frenje SRPS EN 1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN 1SO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46837
Raw material composition SRPS EN ISO 1833-11. 33%PES/67%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 15,4x2 +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 15,4x2 +6% tex
Linear densi[y Ufyam {warp) SRPS ISO 7211-5. 65/2 +6% Nm
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 65/2 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 27+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 19+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 150+5% glr'(mZ
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(weft)
Brea_king force (warp) SRPS EN ISO 13934-1. min.600 N
Breaking force (weﬁ) SRPS EN ISO 13934-1. min.300 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN I1SO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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46842
i sastav SRPS EN 1SO 1833-11. 50%PES/50%PAM +3%
1 gustina prede (osnova) SRPS ISO 7211-5. 29,4x1 +6% tex
gustine prede (potka) SRPS ISO 7211-5. 29,4x1 £6% tex
arna gustina prede (osnova) SRPS ISO 7211-5. 34/1 +6% Nm
na gustine prede (potka) SRPS ISO 7211-5. 34/1 6% Nm
ASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 49+2 Zlem
Gustina tkanine (potka) SRPS EN 1049-2. 26+2 Z/lcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.§2.016. 220-250 g/m*
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 Y%
Prekidna sila (osnove) SRPS EN I1SO 13934-1. min.1150 N
Prekidna sila (potke) SRPS EN I1SO 13934-1. min.550 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46842
Raw material composition SRPS EN ISO 1833-11. 50%PES/50%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 29,4x1 £6% tex
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 29,4x1 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 34/1 +6% Nm
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 34/1 £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 49+2 strings/cm
Fabric density (weﬁ) SRPS EN 1049-2. 2612 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 220-250 g/m®
Weaving Twill 3/1
TECHNICAL CHARACTERISTICS
Sh_[]nklng while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(weft)
Breaking force (warp) SRPS EN 1SO 13934-1. min.1150 N
Breaking force (weft) SRPS EN ISO 13934-1. min.550 N
Water resistance 80-90 grade
Ol resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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46851
ta SRPS EN ISO 1833-11. 33%PES/67%PAM +3%
1 gustina prede (osnova) SRPS ISO 7211-5. 15,52 +6% tex
a gustine prede (potka) SRPS ISO 7211-5. 35x1 +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 65/2 +6% Nm
iarna gustine prede (potka) SRPS ISO 7211-5. 28/1 6% Nm
ASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 36+2 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 22+2 Zlcm
Sirina tkanine SRPS EN 1773. 151 cm
Povr§inska masa SRPS F.§2.016. 19545 g/m*®
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077, max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1000 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.650 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46851
Raw material composition SRPS EN ISO 1833-11. 33%PES/67%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 15,5%2 +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 35x1 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 65/2 +6% Nm
Linear density of yarn (weft) SRPS IS0 7211-5. 28/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 36+2 srtings/cm
Fabric density (weft) SRPS EN 1049-2. 22+2 strings/cm
Fabric width SRPS EN 1773, 151 cm
Surface mass SRPS F.S52.016. 195+5 gim‘
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN IS0 5077. max.1,5 %
(weft)
Breaking force (warp) SRPS EN ISO 13934-1. min.1000 N
Breaking force (weft) SRPS EN ISO 13934-1. min.650 N
Water resistance 80-90 grade
il resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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46872
SRPS EN SO 1833-11. 100%PAM +3%
a prede (osnova) SRPS ISO 7211-5. 35,7x1 +6% tex
stine prede (potka) SRPS ISO 7211-5. 50x1 +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 28/1 +6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 20/1 6% Nm
TAV TKANINE
stina tkanine (osnova) SRPS EN 1049-2. 4412 Z/cm
Gustina tkanine (potka) SRPS EN 1049-2. 2012 Z/lcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.82.016. 250+5% g/m’
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. +35 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. +35 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1000 N
Prekidna sila (potke) SRPS EN [SO 13934-1. min.500 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN I1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 34
SPECIFICATION SHEET
Fabric item 46872
Raw material composition SRPS EN ISO 1833-11. 100%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 35,7x1 +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 50x1 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 28/1 +6% Nm
Linear density of varn (weft) SRPS I1SO 7211-5. 20/1 6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4442 strings/cm
Fabric density (we&) SRPS EN 1049-2. 2042 strings/ecm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 250+£5% g/m’
Weaving Twill 3/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. +3,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. +35 %
Breaking force (warp) SRPS EN 1SO 13934-1. min.1000 N
Breaking force (weft) SRPS EN SO 13934-1. min.500 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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46886
j SRPS EN ISO 1833-11. 50%PES/50%PAM +3%
na prede (osnova) SRPS ISO 7211-5. 25x2 +6% tex
tine prede (potka) SRPS ISO 7211-5. 25x2 6% tex
gustina prede (osnova) SRPS ISO 7211-5. 40/2 £6% Nm
ir na gustine prede (potka) SRPS ISO 7211-5. 40/2 +6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 30+2 Zlcm
ustina tkanine (potka) SRPS EN 1049-2. 1842 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
Povrsinska masa SRPS F.52.016. 260+5% g/m*
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISC 13934-1. min.1100 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.600 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419, 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFIKACIONI SPISAK
Fabric item 46886
Raw material composition SRPS EN ISO 1833-11. 50%PES/50%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 25x2 +6% tex
Linear density of yarn (weﬂ) SRPS ISO 7211-5. 25x2 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 40/2 +6% Nm
Linear density of yarn (weﬂ) SRPS ISO 7211-5. 40/2 £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 30x2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 18+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 260+5% g/m’
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
S]]_nn_klng while washing at60°C SRPS EN ISO 5077. max.1,5 %
(warp)
shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
B[’eaking force (warp} SRPS EN I1SO 13934-1. min.1100 N
Breaking force (weft) SRPS EN ISO 13934-1. min.600 N
Water resistance 80-90 grade
Qil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
46911
SRPS EN I1SO 1833-11. 100%PAM +3%
prede (osnova) SRPS ISO 7211-5. 25x1 +6% tex
stine prede (potka) SRPS ISO 7211-5. 25x1 +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 40/1 +6% Nm
irna gustine prede (potka) SRPS ISO 7211-5. 40/1 +6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 3812 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 2912 Zlem
Sirina tkanine SRPS EN 1773. 166 cm
Povr§inska masa SRPS F.§2.016. min.165 g/m*
Prepletaj PO PATRONI
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. +3,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. +3,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.600 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.250 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN I1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN I1SO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46911
Raw material composition SRPS EN ISO 1833-11. 100%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 25x1 6% tex
Linear density of yarmn (weft) SRPS ISO 7211-5. 25x1 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 40/1 +6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 40/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 38+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 29+2 strings/cm
Fabric width SRPS EN 1773. 166 cm
Surface mass SRPS F.S2.016. min.165 gii'mZ
Weaving PO PATRONI
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. +3,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. +3,5 %
B[eaking force (warp) SRPS EN ISO 13934-1. min.600 N
Breaking force (weft) SRPS EN ISO 13934-1. min.250 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
46984
av SRPS EN I1SO 1833-11. 100%PA +3%
tina prede (osnova) SRPS ISO 7211-5. 11x1 +6% tex
ustine prede (potka) SRPS ISO 7211-5. 11x1 +6% tex
a gustina prede (osnova) SRPS ISO 7211-5. 90/1 +6% Nm
rna gustine prede (potka) SRPS ISO 7211-5. 90/1 6% Nm
STAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 4442 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 3242 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.82.016. 85+5% g/m*
Prepletaj KEPER 2/2
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN 1SO 13934-1. min.900 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.550 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN I1SO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN 1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 34
SPECIFICATION SHEET
Fabric item 46984
Raw material composition SRPS EN ISO 1833-11. 100%PA 3%
Linear density of yarn (warp) SRPS I1SO 7211-5. 11x1 6% tex
Linear density gfyam (we&) SRPS ISO 7211-5. 11x1 6% tex
Linear density ofyam (wa]:'p) SRPS ISO 7211-5. 90/1 +6% Nm
Linear dengity ofyam (weﬁ) SRPS ISO 7211-5. 90/1 £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4442 strings/cm
Fabric density (weft) SRPS EN 1049-2. 3212 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S82.016. 85+5% g/m*
Weaving Twill 2/2
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(weft)
Breaking force (warp) SRPS EN 1SO 13934-1. min.900 N
B[eaking force (weft) SRPS EN ISO 13934-1. min.550 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. %
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST

46999
SRPS EN ISO 1833-11. 50%PES/50%PAM +3%
ina prede (osnova) SRPS ISO 7211-5. 25x2 +6% tex
ustine prede (potka) SRPS ISO 7211-5. 29,4x1 6% tex
gustina prede (osnova) SRPS ISO 7211-5. 40/2 +6% Nm
a gustine prede (potka) SRPS I1SO 7211-5. 34/146% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1048-2. 2812 zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 2312 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.S2.016. 220+5% gim‘
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1100 N
Prekidna sila (potke) SRPS EN I1SO 13934-1. min.450 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C08. 4
Postojanost boja na vodu SRPS EN I1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 46999
Raw material compgsition SRPS EN ISO 1833-11. 50%PES/50%cotton +3%
Linear density of yarmn (warp) SRPS ISO 7211-5. 25x2 +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 29,4x1 +6% tex
Linear density of yarmn (warp) SRPS ISO 7211-5. 40/2 6% Nm
Linear density of yamn (weft) SRPS ISO 7211-5. 34/1£6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 2812 strings/cm
Fabric density (weﬂ) SRPS EN 1049-2. 2312 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 220+£5% g/m*®
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.1100 N
Breaking force (weft) SRPS EN ISO 13934-1. min.450 N
Water resistance 80-90 grade
01l resistance SRPS EN I1SO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN 18O 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN I1SO 105-X12. 3-4
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r YUMCO

SPECIFIKACIONI LIST
47003
SRPS EN ISO 1833-11. 35%PES/65%PAM +3%
a prede (osnova) SRPS ISO 7211-5. 25x2 +6% tex
stine prede (potka) SRPS ISO 7211-5. 29,4x1 6% tex
gustina prede (osnova) SRPS ISO 7211-5. 40/2 +6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 34/1 +6% Nm
TAV TKANINE
stina tkanine (osnova) SRPS EN 1049-2. 28+2 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 2412 Z/lcm
Sirina tkanine SRPS EN 1773. 150 cm
Povr$inska masa SRPS F.§2.016. 220+5% g/m’
Prepletaj RIPSTOP
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1000 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.400 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C086. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 34
SPECIFICATION SHEET
Fabric item 47003
Raw material composition SRPS EN ISC 1833-11. 35%PES/65%cotton +3%
Linear density ofyam (warp) SRPS ISO 7211-5. 25x2 +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 29,4x1 6% tex
Linear dens]ty ofyam (wa]'p) SRPS ISO 7211-5. 40/2 £6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 34/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 2812 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2412 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 220+£5% g/m’
Weaving RIPSTOP
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 © C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking_force (warp) SRPS EN SO 13934-1. min.1000 N
Breaking force (weft) SRPS EN ISO 13934-1. min.400 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C086. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
47006
' SRPS EN ISO 1833-11. 50%PES/S0%PAM +3%
tina prede (osnova) SRPS ISO 7211-5. 29,4x1 +6% tex
gustine prede (potka) SRPS ISO 7211-5. 29,4x1 +6% tex
a gustina prede (osnova) SRPS ISO 7211-5. 34/1 +6% Nm
i 'na gustine prede (potka) SRPS ISO 7211-5. 34/1 6% Nm
ASTAV TKANINE
Sustina tkanine (osnova) SRPS EN 1049-2. 48+2 Z/lcm
Gustina tkanine (potka) SRPS EN 1049-2. 27+2 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.§2.016. 230+5% g/m?
Prepletaj ATLAS
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1200 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.600 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN I1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 34
SPECIFICATION SHEET
Fabric item 47006
Raw material composition SRPS EN ISO 1833-11. 50%PES/50%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 29,4x1 +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 29 4x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 34/1 6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 34/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2, 48+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 27+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 230+5% glm‘
Weaving ATLAS
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(weft)
Breaking force (warp) SRPS EN ISO 13934-1. min.1200 N
Brea_king force (weft) SRPS EN ISO 13934-1. min.600 N
Water resistance 80-90 grade
QOil resistance SRPS EN ISO 144189. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
47020
tav SRPS EN ISO 1833-11. 75%P/24%PES/1%K +3%
ina prede (osnova) SRPS ISO 7211-5. 110 PES +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 200 KAR. +6% tex
gustine prede (potka) SRPS ISO 7211-5. 34/2 PAM +6% Nm
_ \a gustine prede (potka) SRPS ISO 7211-5. 200 KAR. +6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 4242 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 26+2 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 210£5% g/m*®
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN I1SO 13934-1. min.750 N
Prekidna sila (potke) SRPS EN I1SO 13934-1. min.1150 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. =
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 47020
Raw material composition SRPS EN ISO 1833-11. 75%P/24%PES/1%K +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 110 PES 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 200 KAR. +6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 34/2 PAM 6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 200 KAR. £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4242 strings/cm
Fabric density (weft) SRPS EN 1049-2. 26+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 210£5% g/m?
Wcaving Twill 3/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 35077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(weft)
Breaking force (warp) SRPS EN ISO 13934-1. min.750 N
Breaking force (Weﬁ) SRPS EN ISO 13934-1. min.1150 N
Water resistance 80-90 grade
01l resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C08. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 34
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SPECIFIKACIONI LIST

47021
SRPS EN ISO 1833-11. 66%P/33%PES/1%K +3%
ina prede (osnova) SRPS ISO 7211-5. 167 PES 6% tex
ina prede (osnova) SRPS I1SO 7211-5. 200 KAR. $6% tex
‘gustine prede (potka) SRPS ISO 7211-5. 34/2 PAM 6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 200 KAR. +6% Nm
| SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 47+2 Z/lcm
ustina tkanine (potka) SRPS EN 1049-2. 2712 Z/lem
Sirina tkanine SRPS EN 1773. 150 cm
Povréinska masa SRPS F.§2.016. 250+5% g/m?
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1350 N
Prekidna sila (potke) SRPS EN I1SO 13934-1. min.1150 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 47021
Raw material composition SRPS EN ISO 1833-11. 66%P/33%PES/1%K +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 167 PES 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 200 KAR. t6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 34/2 PAM £6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 200 KAR. $6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4742 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2712 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.52.016. 250+5% gfm‘*
Weaving Twill 3/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.1350 N
Breaking force (weft) SRPS EN ISO 13934-1. min.1150 N
Water resistance 80-90 grade
QOil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C08. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN 1SO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST

47039
saslz SRPS EN ISO 1833-11. 35%PES/65%PAM +3%
istina prede (osnova) SRPS ISO 7211-5. 29,4x1£6% tex
| gustine prede (potka) SRPS 1SO 7211-5. 35,7x1 +6% tex
a gustina prede (osnova) SRPS ISO 7211-5. 34/1 6% Nm
gustine prede (potka) SRPS ISO 7211-5. 28/1 6% Nm
STAV TKANINE
_Gustina tkanine (osnova) SRPS EN 1049-2. 52+2 Zlcm
Gustina tkanine (potka) SRPS EN 1049-2. 23+2 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 250+5% g/m*
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.1250 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.500 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419, 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-CO08. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFIKACIONI LIST
Fabric item 47039
Raw material composition SRPS EN ISO 1833-11. 35%PES/65%cotton +3%
Linear densi'ty of yarn (warp) SRPS ISO 7211-5. 29,4x1+6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 35,7x1 6% tex
Linear densi[y ofyam (warp) SRPS ISO 7211-5. 34/1 +6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 28/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 52+2 strings/cm
Fabric dengity (weﬁ) SRPS EN 1049-2. 2342 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 250+5% g/m*
Weaving Twill 3/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at60°C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(weft)
Breaking force (warp) SRPS EN ISO 13934-1. min.1250 N
Breaking force (weﬂ;) SRPS EN ISO 13934-1. min.500 N
Water resistance 80-90 grade
01l resistance SRPS EN ISO 14419. 4 grade
COLOR fastness
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN SO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 34
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SPECIFIKACIONI LIST

47040
SRPS EN ISO 1833-11. 100%PAM +3%
SRPS ISO 7211-5. 29,4x1 +6% tex
SRPS ISO 7211-5. 50x1 +6% tex
SRPS ISO 7211-5. 34/1 £6% Nm
Linea SRPS ISO 7211-5. 20/1 +6% Nm
SASTAV TKANINE
sustina tkanine (osnova) SRPS EN 1049-2. 4142 Z/lcm
ustina tkanine (potka) SRPS EN 1049-2. 2042 Zlem
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 230+5% g/m”
Prepletaj KEPER 3/1
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.750 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.450 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN I1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN I1SO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN I1SO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 47040
Raw material composition SRPS EN ISO 1833-11. 100%cotton +3%
Linear density of yarn (watp) SRPS ISO 7211-5. 29,4x1 +6% tex
Linear density of yarn (weﬁ_) SRPS ISO 7211-5. 50x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 34/1 £6% Nm
Linear density of yarm (weﬁ) SRPS ISO 7211-5. 20/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4142 strings/cm
Fabric density (weft) SRPS EN 1049-2. 2042 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S52.016. 230+5% g/m*
Wea\:ing Twill 3/1
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %o
Breaking force (warp) SRPS EN ISO 13934-1. min.750 N
Breaking force (weft) SRPS EN I1SO 13934-1. min.450 N
Water resistance 80-90 grade
Oil resistance SRPS EN 1SO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN 1SO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
47091
v SRPS EN ISO 1833-11. 100%PA +3%
ina prede (osnova) SRPS ISO 7211-5. 110x1 £6% tex
gustine prede (potka) SRPS ISO 7211-5. 110x1 £6% tex
_gustina prede (osnova) SRPS ISO 7211-5. 9/1 6% Nm
inearna gustine prede (potka) SRPS ISO 7211-5. 9/1 6% Nm
SASTAV TKANINE
Sustina tkanine (osnova) SRPS EN 1049-2. 1342 Zlem
ustina tkanine (potka) SRPS EN 1049-2. 11+2 Z/lem
Sirina tkanine SRPS EN 1773. 150 cm
Povr$inska masa SRPS F.§2.016. 375+5% g/m*
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.3300 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.2800 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 47091
Raw material composition SRPS EN ISO 1833-11. 100%PA +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 110x1 6% tex
Linear density of yamn (weft) SRPS IS0 7211-5. 110x1 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 9/1 6% Nm
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 9/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 13+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 1112 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 375+5% g!m‘
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.3300 N
Breaking force (weft) SRPS EN ISO 13934-1. min.2800 N
Water resistance 80-90 grade
Oi1l resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 34
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SPECIFIKACIONI LIST

47101
SRPS EN ISO 1833-11. 100%PA +3%
SRPS ISO 7211-5. 56x1 +6% tex
SRPS ISO 7211-5. 56x1 +6% tex
: SRPS ISO 7211-5. 18/1 6% Nm
Linearna gustine prede (potka) SRPS ISO 7211-5. 18/1 6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 24+2 Zlcm
ustina tkanine (potka) SRPS EN 1049-2. 1842 Zicm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.S2.016. 300£5% g/m*
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.2200 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.1500 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISC 105-C08. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN 1SO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 47101
Raw material composition SRPS EN ISO 1833-11. 100%PA 13%
Linear density nyam (warp) SRPS ISO 7211-5. 56x1 6% tex
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 56x1 £6% tex
Linear density ofyam (warp) SRPS ISO 7211-5. 18/1 £6% Nm
Linear density ofyam (wgﬁ) SRPS ISO 7211-5. 18/1 £6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 2442 strings/cm
Fabric density (weﬁ) SRPS EN 1049-2. 1842 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 300+5% g/m?®
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS ENISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) |  SRPS ENISO 5077 max.1,5 %
B[eaking force (warp) SRPS EN ISO 13934-1. min.2200 N
Breaking force (weﬁ) SRPS EN ISO 13934-1. min.1500 N
Water resistance 80-90 grade
Qil resistance SRPS EN ISO 14419, 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
47116
te SRPS EN ISO 1833-11. 100%PA +3%
na prede (osnova) SRPS ISO 7211-5. 56x1 £6% tex
ustine prede (potka) SRPS ISO 7211-5. 56x1 +6% tex
mma gustina prede (osnova) SRPS ISO 7211-5. 18/1 6% Nm
iearna gustine prede (potka) SRPS ISO 7211-5. 18/1 £6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 2112 Zlem
Gustina tkanine (potka) SRPS EN 1049-2. 1542 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 260+10% a/m”
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.2000 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.1300 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 47116
Raw material composition SRPS EN SO 1833-11, 100%PA 3%
Linear density of yarn (warp) SRPS ISO 7211-5. 56x1 6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 56x1 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 18/1 £6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 18/1 6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 2142 strings/em
Fabric density (weft) SRPS EN 1049-2. 15¢2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 260+10% g/m*
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN SO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.2000 N
Brea_king force (weﬂ) SRPS EN ISO 13934-1. min.1300 N
Water resistance 80-90 grade
01l resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN SO 105-X12. 34
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SPECIFIKACIONI LIST
47144
SRPS EN ISO 1833-11. 100%PA +3%
SRPS ISO 7211-5. 56x1 +6% tex
SRPS ISO 7211-5. 56x1 +6% tex
SRPS I1SO 7211-5. 18/1 +6% Nm
SRPS ISO 7211-5. 18/1 +6% Nm
Gustina tkanine (osnova) SRPS EN 1049-2. 2242 Zlcm
ustina tkanine (potka) SRPS EN 1049-2. 17412 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
Povrsinska masa SRPS F.§2.016. 300+5% g/m*
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (oshova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.2600 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.2000 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14418. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN I1SO 105-X12. 34
SPECIFICATION SHEET
Fabric item 47144
Raw material composition SRPS EN ISO 1833-11. 100%PA +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 56x1 6% tex
Linear density of yarn (weft) SRPS ISO 7211-5. 56x1 +6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 18/1 +6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 18/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 2242 strings/cm
Fabric density (weﬁ) SRPS EN 1049-2. 1712 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 300+5% g/m?
Weaving canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.2600 N
Breaking force (weft) SRPS EN I1SO 13934-1. min.2000 N
Water resistance 80-90 grade
01l resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST
] 80956
fav SRPS EN ISO 1833-11. 100%PAM +3%
gustina prede (osnova) SRPS ISO 7211-5. 15,4x1 +6% tex
gustine prede (potka) SRPS ISO 7211-5. 15,4x1 +6% tex
nearna gustina prede (osnova) SRPS ISO 7211-5. 65/1 +6% Nm
Linearna gustine prede (potka) SRPS ISO 7211-5. 65/1 +6% Nm
SASTAV TKANINE
ustina tkanine (osnova) SRPS EN 1049-2. 47+2 Zlem
Gustina tkanine (potka) SRPS EN 1049-2. 27+2 zlem
Sirina tkanine SRPS EN 1773. 150 cm
PovrSinska masa SRPS F.52.016. 120+5% g/m®
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. +3,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. +3,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.350 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.200 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN 1SO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 80966
Raw material composition SRPS EN ISO 1833-11. 100%cotton 3%
Linear density of yarn (warp) SRPS ISO 7211-5. 15,4x1 £6% tex
Linear deng]ty of yarn (weﬁ) SRPS ISO 7211-5. 15,4x1 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 65/1 +6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 65/1 +6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 47+2 strings/cm
Fabric density (weft) SRPS EN 1049-2. 27+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 1204£5% g/m*®
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 ° C SRPS EN ISO 5077. +35 %
(warp)
Shrinking while washing at 60 ° C SRPS EN ISO 5077. £3,5 %
(weft)
Breaking force (warp) SRPS EN ISO 13934-1. min.350 N
Breaking force (weﬁ) SRPS EN 1SO 13934-1. min.200 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419, 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C08. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN I1SO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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SPECIFIKACIONI LIST

81186
- SRPS EN ISO 1833-11. 33%PES/6T %PAM +3%
a gustina prede (osnova) SRPS ISO 7211-5. 15,4x1 +6% tex
gustine prede (potka) SRPS ISO 7211-5. 15,4x1 +6% tex
gustina prede (osnova) SRPS ISO 7211-5. 65/1 6% Nm
a gustine prede (potka) SRPS ISO 7211-5. 65/1 6% Nm
SASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 4442 Z/lcm
Gustina tkanine (potka) SRPS EN 1049-2. 3412 Zlcm
Sirina tkanine SRPS EN 1773. 150 cm
Povrsinska masa SRPS F.S2.016. 125+5% g/m®
Prepletaj PLATNO
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.450 N
Prekidna sila (potke) SRPS EN ISO 13934-1. min.300 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN ISO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C06. 4
Postojanost boja na vodu SRPS EN ISO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 81186
Raw material composition SRPS EN ISO 1833-11. 33%PES/67%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 15,4x1 £6% tex
Linear density of yarn (weﬁ) SRPS ISO 7211-5. 15,4%1 6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 65/1 £6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 65/1 £6% Nm
FABRIC COMPOSITION
Fabric densi[y (warp) SRPS EN 1049-2. 4442 strings/cm
Fabric density (weft) SRPS EN 1049-2. 34+2 strings/cm
Fabric width SRPS EN 1773. 150 cm
Surface mass SRPS F.S2.016. 1251+5% g/m?®
Weaving Canvas
TECHNICAL CHARACTERISTICS
Shrinking while washing at 60 © C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN ISO 13934-1. min.450 N
Breaking force (weﬁ;) SRPS EN 1SO 13934-1. min.300 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN I1SO 105-X12. 4
Color fastness to wet friction SRPS EN I1SO 105-X12. 3-4
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SPECIFIKACIONI LIST
81188
SRPS EN ISO 1833-11. 33%PES/67%PAM +3%
na prede (oshova) SRPS ISO 7211-5. 15,4x1 +6% tex
gustine prede (potka) SRPS ISO 7211-5. 29,4x1 £6% tex
a gustina prede (osnova) SRPS ISO 7211-5. 65/1 +6% Nm
arna gustine prede (potka) SRPS I1ISO 7211-5. 34/1 +6% Nm
ASTAV TKANINE
Gustina tkanine (osnova) SRPS EN 1049-2. 4442 Zlem
Gustina tkanine (potka) SRPS EN 1049-2. 2612 Zlem
Sirina tkanine SRPS EN 1773. min.145 cm
PovrSinska masa SRPS F.52.016. 150+5% g/m”
Prepletaj OSNOVIN RIPS
TEHNICKE KARAKTERISTIKE
Sakupljanje pri pranju na 60°C (osnova) SRPS EN ISO 5077. max.1,5 %
Sakupljanje pri pranju na 60°C (potka) SRPS EN ISO 5077. max.1,5 %
Prekidna sila (osnove) SRPS EN ISO 13934-1. min.330 N
Prekidna sila (potke) SRPS EN I1SO 13934-1. min.300 N
Otpornost na vodu 80-90 ocena
Otpornost na ulje SRPS EN I1SO 14419. 4 ocena
POSTOJANOST BOJA
Postojanost boja na pranje 60°C SRPS EN ISO 105-C086. 4
Postojanost boja na vodu SRPS EN 1SO 105-E01. 4
Postojanost boja na suvo trenje SRPS EN ISO 105-X12. 4
Postojanost boja na mokro trenje SRPS EN ISO 105-X12. 3-4
SPECIFICATION SHEET
Fabric item 81188
Raw material composition SRPS EN ISO 1833-11. 33%PES/67%cotton +3%
Linear density of yarn (warp) SRPS ISO 7211-5. 15,4x1 6% tex
Linear den51ty of yarn (weft) SRPS ISO 7211-5. 29,4x1 £6% tex
Linear density of yarn (warp) SRPS ISO 7211-5. 65/1 6% Nm
Linear density of yarn (weft) SRPS ISO 7211-5. 34/1 6% Nm
FABRIC COMPOSITION
Fabric density (warp) SRPS EN 1049-2. 4442 strings/cm
Fabric density (weft) SRPS EN 1049-2. 262 strings/cm
Fabric width SRPS EN 1773. min.145 cm
Surface mass SRPS F.S2.016. 150+5% g/m®
Weaving BASIC RIPS
TECHNICAL CHARACTERISTICS
Shrinkjng while washi_ng at60°C SRPS EN ISO 5077. max.1,5 %
(warp)
Shrinking while washing at 60 ° C (weft) SRPS EN ISO 5077. max.1,5 %
Breaking force (warp) SRPS EN I1SO 13934-1. min.350 N
Breaking force (weft) SRPS EN ISO 13934-1. min.300 N
Water resistance 80-90 grade
Oil resistance SRPS EN ISO 14419. 4 grade
COLOR FASTNESS
Color fastness to washing 60 ° C SRPS EN ISO 105-C06. 4
Color fastness to water SRPS EN ISO 105-E01. 4
Color fastness to dry friction SRPS EN ISO 105-X12. 4
Color fastness to wet friction SRPS EN ISO 105-X12. 3-4
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